Product Data Sheet

VE-TNAOG6FO0-SL16-SZ

BROADRADIO

V Pol =8, X% Vehicle Antenna 351-391 MHz 360° 5.5dBi

BB 23 Electrical Specifications

JZ Frequency Range (MHz):

351-366

| 366-391

25 Gain (dBi):

5.5

JEJ EE VSWR:

<15

‘ <2.5

etk 77 3 Polarization:

3 B Vertical

7K-F- 3dB % % Horizontal 3dB Beamwidth (°):

360

FEH 3dB I T Verical 3dB Beamwidth (°):

30

ot I F KA AT Power Rating (W):

100

i NBHPT Impedance (ohm):

50

B R Lightning Protection:

E i DC Grounded

29 Connector Type:

SL16-)

PR BE S Mechanical Data

K& X5+ Antenna Dimensions (mm):

$110x840

B E Antenna Gross Weight (kg):

0.76

#3147 B Connector Position:

5| £k 3m With Cable(3m)

K& B4 Radome Color:

{4 Black

22377 R, Installation Method:

TG ¥ Magnetic

I IEPERE Environmental Ratings

TAEIE ¥ Temperature (C):

-40~+60

W:www.broad-radio.com E:info@broad-radio.com

BROADRADIO is continually improving products. Specifications may change at any time without notice.

V1.0 2020/8/27

Page 1 of 1

Our products are compliant to the EU

d R&H S Directive RoHS as well as to other
A

environmentally relevant regulations.



